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IrDA Components
 GroupAPPLICATIONS:

•
DVD

•
Set Top BoxIR Detecting Sensors/

IR Detecting Units for
Remote Control

NOTES:
1. When no signal is input (during input light).
2. Distance to transmitter on optical axis is 0.2 to 5 m.
3. Distance to transmitter on optical axis is 0.2 to 8 m.
4.  Distance to transmitter on optical axis is 0.2 to 6.5 m.
5. In addition to the fo = 40 kHz type, various type f f0 = 38, 36.7, 32.75, 56.8

(partly 36) kHz are also available.
6. Type with strengthened resistance to electromagnetic induction noise.
7. Type with strengthened resistance to optical noise from inverter-controlled

fluorescent lamp.
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L06U1SI/06U1SI 11 0.6 06+ot01- 5.4 V CC 2.0- 2 6.0 2 83 5.6×5.8×0.7

L126U1SI/126U1SI 11 0.6ot.0 06+ot01- 5.4 V CC 2.0- 3 6.0 3 83 5.6×5.8×0.7

X75U1PG 11,7 3.6ot0 07+ot01- 0.5 5.0-ccV 3 54.0 3 04 5 0.21×3.61×5.41

X72U1PG 11 3.6ot0 07+ot01- 0.5 5.0-ccV 3 54.0 3 04 5 0.21×3.31×3.7

R72U1PG 11,6 3.6Ot0 07+ot01- 0.5 5.0-ccV 4 54.0 4 04 5 0.21×3.31×3.7

X7CU1PG 21,01 0.4 07+ot01- 5.2 5.0-ccV 3 5.0 3 04 5 0.21×3.31×3.7

X85U1PG 11,7 3.6ot0 07+ot01- 0.5 5.0-ccV 3 54.0 3 04 5 0.61×6.21×0.51

X82U1PG 11 3.6ot0 07+ot01- 0.5 5.0-ccV 3 54.0 3 04 5 0.61×3.31×3.7

R82U1PG 11,6 3.6ot0 07+ot01- 0.5 5.0-ccV 3 54.0 4 04 5 0.61×3.31×3.7

Y85U1PG 11,7 3.6ot0 07+ot01- 0.5 5.0-ccV 3 54.0 3 04 5 52.31×4.51×0.51

Y82U1PG 11 3.6ot0 07+ot01- 0.5 5.0-ccV 3 54.0 3 04 5 0.31×8.6×3.7

Q82U1PG 11,6 3.6ot0 07+ot01- 0.5 5.0-ccV 4 54.0 4 04 5 0.31×4.8×3.7

Y8CU1PG 21,01 0.4 07+ot01- 5.2 5.0-ccV 3 5.0 3 04 5 0.31×8.6×3.7

Q92U1PG 11,6 3.6ot0 07+ot01- 0.5 5.0-ccV 4 54.0 4 04 5 4.22×7.51×3.7

X95U1PG 11,7 3.6ot0 07+ot01- 0.5 5.0-ccV 3 54.0 3 04 5 5.5×3.61×5.41

R77U1PG 11,7,6 3.6ot0 07+ot01- 0.5 5.0-ccV 4 54.0 4 04 5 0.21×3.61×5.41

R87U1PG 11,7,6 3.6ot0 07+ot01- 0.5 5.0-ccV 4 54.0 4 04 5 6.51×6.21×0.51

Q87U1PG 11,7,6 3.6ot0 07+ot01- 0.5 5.0-ccV 4 54.0 4 04 5 52.31×1.51×0.51

X108U1PG 11,7 3.6ot0 07+ot01- 0.5 5.0-ccV 3 54.0 3 83 5.71×6.21×0.51

X09U1PG 11,7 3.6ot0 07+ot01- 0.5 5.0-ccV 3 54.0 3 04 8 58.6×01×7.8

X62U1PG 3.6ot0 07+ot01- 0.5 5.0-ccV 3 54.0 3 04 8 8.6×3.31×3.7

R62U1PG 6 3.6ot0 07+ot01- 0.5 5.0-ccV 4 54.0 4 04 8 8.6×3.31×3.7

X6CU1PG 21,01 0.4 07+ot01- 5.2 5.0-ccV 3 5.0 3 04 5 8.6×3.31×3.7

X01U1PG 11,9 3.6ot0 07+ot01- 0.5 5.0-ccV 3 54.0 2 04 8 5.3×1.8×7.7

01CU1PG 21,01 0.4 07+ot01- 5.2 5.0-ccV 3 5.0 3 04 8 5.3×1.8×7.7

8. In addition to the fo = 40 kHz type, various type f fo = 38, 36.7, 56.8 kHz are
also available.

9. Allow reflow sodering.
10. Operating voltage: 2.4 V to 3.6 V.
11. Voltage-regulator circuit is built-in, but an exterior C, R for the power supply

filter may be necessary, depending on the use environment.
12. Needs C, R for power supply filter.
13. TA = 25°C


